
 Manual Pulse Generator (MPG) 
♦Action Description 

Only Ex2n series support MPG function. 
X10 start 
X11 OFF, Y0 MPG move     X11ON, Y1 MPG move 
X12 OFF, ×5                X12 ON, ×10 
 

♦Wiring  

 

 

 
NX FG LX …… 24V S/S 24G …… X3 X4 …… X10 X11 X12 

  

24V 24G 24I CA0 Y0 Y1 CA1 Y2 Y3 …… 

 

 

 

24V 24G …… Pulse Pulse Sign Sign …… 
 

♦Program 
   M8002  

 [MOV K200   D8134 ] Y0 time of follow MPG 

 [MOV K200 D8135 ] Y1 time of follow MPG 

 [MOV K10 D8196 ] Y0 electronic gear ratio numerator 

 [MOV K2 D8197 ] Y0 electronic gear ratio denominator 

 [MOV K10 D8198 ] Y1electroni gear ratio numerator 

 [MOV K2 D8199 ] Y1 electronic gear ratio denominator 

  [RST C253 ] High speed counter clear 

 [ZRST D100   D119 ] 
   M8000 

 (C253 K10000  ) High speed counter enable 
    X010  X011   

 [DMOV   C253                  D8130  ] move value of C253 to 
    X010  X011               D8130, then just can enable M8136 

                      ( M8136 ) Y0 MPG enable 
                   M8136 

                           [DPLSR    D100    D102             D104 Y000  ] 
    X010  X011   

 [DMOV   C253                  D8132  ] move value of C253 to 
    X010  X011    D8132, then just can enable M8137 

                      ( M8137 ) Y1 MPG enable 
                   M8137 

                           [DPLSR    D110     D112             D114  Y001  ]      
   X010    X012 

  [MOV K10 D8196 ] Y0 MPG × 5  

     [MOV K10 D8198 ] Y1 MPG × 5  
   X010    X012 

 [MOV K20 D8196 ] Y0 MPG × 10  

 [MOV K20 D8198 ] Y1 MPG × 10  

                                                           [ END ] 

 

Terminal of driver 

Resistance

STARTAC220/110V 

Resistance

multiple Y0,Y1 

BA24G24V
MPG


